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■ Bending-resistant

Model Bend 
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CORE - OPTICAL AXIS OF EMITTER : 16 x Ø0.265
OPTICAL AXIS OF RECEIVER : 16 x Ø0.265
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FDW10T-320-02B R5 -30 to 70 ℃ 230 mm
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CORE - OPTICAL AXIS OF EMITTER : 16 x Ø0.265
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Diffuse-reflective  Type: Wide area head

■ Bending-resistant

Model Bend 
radius

Ambient 
temperature 

Sensing 
distance
(Testing 

amplifier)

Min. target 
size Dimensions (unit: mm) FREE CUT /

 Adaptor

FTW5-320-02B R5 -30 to 70 ℃ 730 mm
(BF5) Ø 0.8 mm

150.1

2.
5

2.
5

2.5

8.
5

4.6
8.6

2000

2- M3XP0.5

Ø2.2

15

1.
1

4.
80.

3

4
3

OPTICAL AXIS : 16 x Ø0.265
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■ Flexible

Model Bend 
radius

Ambient 
temperature 

Sensing 
distance
(Testing 

amplifier)

Min. target 
size Dimensions (unit: mm) FREE CUT /

 Adaptor

FTW11-210-10R R2 -40 to 60 ℃ 1,400 mm
(BF5) Ø 0.07 mm
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Through-beam Type: Wide area head




